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Straight Leader Pins - Guided Ejector

Provide initial alignment of cavity and core halves
Press-fit installation

» Tolerances allow for mating with any standard PCS bushings
» Case hardened steel

PFL Press Fit Length

Designed for 7/8” Bottom Clamp Plate

7/8

Leader Pins provide initial alignment of cavity and core halves. PCS Guided
Ejector Leader Pins are manufactured from 4150 steel. These leader pins come
standard with a press-fit length of 7/8” and can be used with PCS standard bushings.

SPECIFICATIONS

Hardness

Case Hardened 58-60 Rc

Material Type 4150
Unit of Measure Inch
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CAT,?CI)'OG NOSI:TAL PINAI;EI\JIIAI;I}ER FI?EIF;TIIEESTSER HEAD D::lAMETER HEAD TH-I;CKNESS OVERALII_- LENGTH
: * +.0000/-.0005 +.0005/-.0000 +.000/-.010 +.000/-.015 -.03/-.06

005-GLS 4-1/4
006-GLS 4-3/4
007-GLS 1/2 0.499 0.501 0.615 3/16 5-1/4
008-GLS 5-3/4
009-GLS 6-1/4
105-GLS 4-1/4
106-GLS 4-3/4
107-GLS 3/4 0.749 0.751 0.990 3/16 >-1/4
108-GLS 5-3/4
109-GLS 6-1/4
110-GLS 6-3/4
205-GLS 4-1/4
206-GLS 4-3/4
207-GLS 5-1/4
20B.GLS 7/8 0.874 0.876 1.115 1/4 2
209-GLS 6-1/4
210-GLS 6-3/4
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Straight Leader Pins - Guided Ejector

* Provide initial alignment of cavity and core halves

* Press-fit installation

» Tolerances allow for mating with any standard PCS bushings

» Case hardened steel
» Designed for 7/8” Bottom Clamp Plate

Leader Pins provide initial alignment of cavity and core halves. PCS Guided
Ejector Leader Pins are manufactured from 4150 steel. These leader pins come

standard with a press-fit length of 7/8” and can be used with PCS standard bushings.

—

SPECIFICATIONS

PFL Press Fit Length 7/8
Hardness Case Hardened 58-60 Rc
Material Type 4150
Unit of Measure Inch
«——PFL——
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CATNAC';OG NOB':K"AL PINADC:EI\JIIAEI'-I'ER F|$ 'I:DIF;TIIEESTSER HEAD D::IAMETER HEAD TH-I;CKNESS OVERALII: LENGTH
: : +.0000/-.0005 +.0005/-.0000 +.000/-.010 +.000/-.015 -.03/-.06

305-GLS 4-1/4
306-GLS 4-3/4
st 1 0.999 1.001 1.240 1/4 el ik
308-GLS 5-3/4
309-GLS 6-1/4
310-GLS 6-3/4
405-GLS 4-1/4
406-GLS 4-3/4
407-GLS 1-1/4 1.249 1.251 1.490 5/16 5-1/4
408-GLS 5-3/4
409-GLS 6-1/4

)
Z
L
r4
(@)
o
=
(©)
&)
o
-
(©)
=
-
<
14
L
Z
|
(O)




	G - Componentes para moldes generales [General Mold Components]-52
	G - Componentes para moldes generales [General Mold Components]-53

